
Device
See Device Model.

InfraDevice
See Device Model.

Interface
See Device Model.

ifVlan
Represents an 

interface's membership 
in VLANs.

Vlan
An abstraction 
representing a 

virtual LAN.

VlanMember
A device's membership 
in a VLAN. For bridge 

members, includes 
VLAN configuration 

details.

ifTrunk
For trunking interfaces, 
contains details on the 

trunk configuration.

EndHostMACAddress
IP/MAC combinations seen 

on the network.

RevSwitchFwdNeighbor
A neighbor relationship 

representing the opposing 
direction of a switch 
forwarding neighbor 

relationship. Typically, this 
means from an end host and 

to a switch.

ifSwitchFwdNeighbor
A neighbor relationship 

determined based on switch 
forwarding tables.

SwitchPortFwd
MAC addresses 

forwarded per VLAN 
index, per switch port. 
Note that while there is 
generally an interface 
record per switch port, 
it is not guaranteed.

ifCDPNeighbor
The CDP table 

entries for a device.

ifSerialNeighbor
A neighbor relationship 

determine through 
analysis of point-to-

point interfaces on 2-
member subnets.

Note that these are not 
just serial interfaces, 

despite the name.

Neighbor
A directional 

relationship between 
two devices and/or 

interfaces.
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ifLLDPNeighbor
The LLDP table 

entries for a device.
TrunkNativeVlanID


